
Dale Power Solutions Ltd

.E200U+ 1-3kVA datasheet

E201U+ E203U+

1kVA/1kW 3kVA/3kW

Nominal Voltage

Voltage Range

Phase

Frequency

Power Factor

Voltage

Phase

Power Factor

Frequency Range

THD (Linear Load)

THD (Non-Linear Load)

Efficiency >89% >92%

Overload Capacity

overload bypass mode

Crest Factor

Short Circuit Protection

Waveform

Transfer Time

Connections IEC-C13 x 4 IEC-C13 x 8; IEC-C19 x 1

Parallel capability

Battery Model

DC Voltage 36VDC 72VDC

Battery Qty 3x 12V / 9Ah 6x 12V / 9Ah

Backup at Half Load 12min 8min

Backup at Full Load 4min 3min

Charge Current

Recharge Time

Battery Pack EE201U EE203U

Max No Of Ex Batt Packs 4 4

Specifications

50/60Hz/Auto Sensing

Single Phase

160-300VAC

208/220/230/240VAC

True Online

>0.99

Sine Wave

Yes

3:1

Input breaker

105-110% 10min/111-130% 1min/>130% 3sec

<4%

<2%

50-60Hz ±0.02Hz

1.0pf

Single Phase

208/220/230/240 ±1%

0ms

90% capacity after 5hrs

1A

S12-9U

No

Batteries

Battery Packs

Parallel 

Connections

UPS Model

Capacity

Topology

Input

Output

Features:

• High frequency, double conversion online technology
• Fully digitised DSP control
• Wide input voltage range 
• Cold start and programmable auto re-start functions
• Advanced battery management 
• Selectable ECO mode for high efficiency operation 
• Automatic battery charge in UPS off mode
• Lightning and surge protection
• Short circuit and overload protection
• Automatic fan speed control with load variation
• Emergency Power Off facility
• Smart RS232 and USB comms with monitoring software
• Optional relay or SNMP communications card
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Dale Power Solutions Ltd

.E200U+ 1-3kVA datasheet

E201U+ E203U+

Specifications

UPS Model

Temperature

Relative Humidity

Altitude

Storage Temperature

Noise Level

Heat Loss 0.14kW 0.26kW

Standard

SNMP Card

Alarm Card

LCD Display

LED Indication

Safety & EMC

Weight 15kg 32kg

Dims 215x 144 x 400 mm 337 x 191 x 468 mm

Manual

Software

i/p lead

o/p lead

Data leads

EMBS10/11/AW or EMBS10/11/PP EMBS16/11/AR or EMBS16/11/PP

E201U+

E203U+

Images shown may not reflect actual package supplied. Dale Power Solutions Ltd reserves the right to make changes in specification without notice or liability.

Standard RS232/USB

<50dB

- 25°C - +55°C

<1500m

0-90%

0-40°C

3yrs Electronics / 1yr Batteries

RS232 & USB

IEC-C13 x 3

3 pin UK mains

With SNMP Card

Warranty

Recommended EMBS

Standard 

Accessories

Software/IO Leads/Data Leads/ O&M Manual

IEC/EN62040-1,IEC/EN60950-1,IEC/EN62040-2,IEC61000-4-2,IEC61000-4-3,IEC61000-4-4,IEC61000-

4-5,IEC61000-4-6,IEC61000-4-8

Environment

Communication

Yes

Yes

E-RELAY/1-MINI (Optional)

E-SNMP/1-MINI (Optional)

Weight & 

Dimensions (HWD)

RJ45 NET SURGE PROTECTION

INTELLIGENT SLOT

EXT. BATTERY

BREAKER

INPUT
SEGMENT2

SEGMENT1

USB(USB FIRST)

RS232

36VDC+     −

EPO

Intelligent slot for

SNMP or dry

contacts card

RS232 interface

IEC output 

connectors

Battery connector

EPO connector

Earth (ground)

connection

Input breaker

reset

Mains input

USB interface

Network surge

protection

RS232 INTELLIGENT SLOT

HIGH CURRENT OUTPUT

BREAKER

INPUT
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EXT. BATTERY

SEGMENT1 SEGMENT2

72VDC+     −

USB(USB FIRST)

EPO

Intelligent slot for

SNMP or dry

contacts card

RS232 interface

IEC output 

connectors

EPO connector

High current

output connector

Earth (ground)

connection

Input breaker

reset

Mains input

USB interface

Network surge

protection

Battery connector

www.dalepowersolutions.com | ups@dalepowersolutions.com | Your power in safe hands E200_1-3kVA.092022


